
BLUE FOAM BLOCK

1/32 SHT.

THIS AREA MUST BE PLANKED
WITH 1/16 X 1/4 STRIPS

DUE TO COMPOUND CURVES

FOAM OR BALSA WHEEL PANTS

3/32 SQ ON OUTSIDE OF F1 BOTH SIDES
FOR TISSUE ATTACHMENT AND WING ALIGNMENT

W1 ROOT RIB

(2) 1/16 X 1/8 STRINGERS

1/16 SQ. STRINGERS

F12

F1

F1A

F2 F4

F5 F6

F7 F8

F11

1/16 SQ

FUSELAGE FRAMES ARE 3/32

3 LAMINATIONS 1/32 X 3/32

3/32 X 3/16 SAND TO AIRFOIL

R1

WIRE HINGES

F9

F10

FILLET

NOTE FORMER LOCATIONS

TOP CROSS BRACING MUST BE
REMOVED AFTER CONSTRUCTION

FOR RUBBER MOTOR CLEARENCE

F15 L.G. WIRE SANDWICH

1/8 SQ.

F3

F13
F14

F1

F1A

F2
F3

F4

F5
F6

F7

W1

W2

W3

W4
W5

F13

STRUT COVER

GLUE L.G. FAIRING TO FUSELAGE ONLY

.040Ø M.W. 

F14

1936
CHESTER JEEP

F8

1/16 PLY

EPOXY WHEEL PANTS TO L.G. WIRE ONLY

REMOVEABLE NOSE PLUG

BALSA BLOCK HOLLOW AS SHOWN

 WING STRUTS
DRAWN OVERLENGTH FOR TRIMMING

ALL FORMERS ARE 2 PLYS OF 1/32 SHEET
LAMINATED CROSS GRAIN FOR STRENGTH
UNLESS NOTED OTHERWISE

1/8

1/8

1/8

1/16 2 EA. REQ.

3/32 X 3/16

3 LAMINATIONS
1/32 X 3/32

4 LAMINATIONS
1/32 X 1/83/32 SQ.

1/8 SQ. L.E.

1/8 X 1/4 T.E.

1/16 X 3/16

1/16 X 1/8

1/16 SQ.

W5

W4

W3 1/8" W2 W1
2 PLY 1/16

1/16 GUSSETS

F14

3/4"
DIHEDRAL
EA. SIDE

STRUT
LOCATIONS

STRUT COVERS

AILERON OUTLINE

SETTINGS:
WING, +2°
STAB, 0°
NOSEBLOCK -2° DOWN
2° RIGHT
BALANCE ON MAIN SPAR

1.4Ø

F15

F9

3/32

GRAIN

LANDING GEAR FAIRING
LAMINATE 2 PCS. 1/16 SHEET
TO FORM CURVE AS SHOWN

1/8 X 7/16

1/8 X 3/8

S1

TRUE LENGTH

BOTTOM STRINGERS

THE "JEEP"
Art Chester

CHICAGO
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